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Data Characteristics 

GENERAL INFORMATION  

Country Covered Italy 

Customer Base more than 580.000 vehicles 

Average monthly data volumes 1.500.000.000 data points/month* 

Estimated peak volumes 4.000.000 points/hour (for at least 1 hour during a working day) 

Car FCD  
Standard Sampling  

Period of sampling with interval of 60 seconds; data are buffered in the 
devices and then sent to the back-end platform every 16 minutes or on 
each "key off" event.  

Car FCD 
Plus Sampling 

Period of sampling with interval of 1 second; data are buffered in the 
devices and then sent to the back-end platform every 1 minute or on 
each "key off" event.  

Commercial (vehicles) FCD:  
Sampling 

Depending on our specific services, samples are collected either on 
times and/or on distances; in particular: 

a)  samples are collected every 500 meters or every 5 kilometers; 
they are buffered on the devices,  and then are sent 
respectively every 20 samples or every 10 minutes (or "key 
off" event) 

b)  samples are collected every 30 seconds and 100 meters or 
every 30 seconds and 200 meters; they are buffered on the 
devices, and then are sent every 20 samples (or "key off" 
event). 

Vehicle ID changing mode Monthly 

Additional Info 
* With reference to data points with latency between 0 and <= 16 

minutes (October 2018) 

 

MINIMUM SET OF AVAILABLE DATA  

Vehicle ID  Alphanumeric 

Sample Time Stamp  YYYY-DD-MM HH24:MI:SS (UTC Date and Time) 

GPS LAT WGS84 

GPS LON WGS84 

HDOP  Integer (gps quality check: 0 = maximum) 

Speed km/h 

Heading  0-360 degree (2 degree accuracy) 

Distance from latest engine on meters 

Engine status 1 on, 0 off 

 


